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OR POWER SUPPLY OVERDOOR (LED) LIGHT/BUZZER UNITS 

SAFELIFE SINGLE TOILET HARD-WIRED EMERGENCY CALL-SYSTEM 
(WIRING DIAGRAM SHOWING UP TO THREE SEPARATE OVERDOOR LIGHT/BUZZER UNITS)
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TO SLAVE CALL-POINT S CALL & CANCEL BUTTONS AND THEIR OVER 
DOOR LEDS

A TWO SECOND 12V SUPPLY 
TO TRIGGER A BUILDING MANAGEMENT OR SECURITY 

SYSTEM

+12v ALARM STATUS LATCHING CONNECTION 
FOR CONNECTED STROBE OR RELAY. DISCONNECTS VIA CANCEL 

BUTTON  

WIRING DIAGRAM FOR SAFELIFE TOILET ALARM KIT SHOWING REMOTE CONNECTION ARRANGMENTS
SAFELIFE - PHONE 03 9588 0392

DIP SWITCH SETTINGS 
1.  ASSIST - Normally off. [ON] will make a FAST CADENCE LED Flash rate. 
2.  PIEZO  -  Normally on. [OFF] will silence the call-point Piezo. (It has no effect on overdoor light Buzzer)
3.  TWIST -  Normally off. [ON] will accommodate a  Twist Release mushroom head  call-point.   
4.  MIRROR Normally off. N/A

 

 

 


